


















ENVIROTECH SERVICES CO. 

 

 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

Location   :  ANS6(Dragonair Building) 

Calibrated by   : K.F.Ho 

Date    : 02/11/2012 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N3639 

 

Calibration Orfice and Standard Calibration Relationship 

Serial Number   : 1378 

Service Date   : 22 Feb 2012 

Slope (m)   :  1.99405 

Intercept (b)   : -0.00397 

Correlation Coefficient(r) :  0.99984 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)   : 298.18 

 

Calibration Condition  

Pa (hpa)   : 1016 

Ta(K)    : 294 

 

 

Resistance 

Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic 

meter/min) 

IC 

 

Indicated flow 

Y 

1 18 holes 10.8 3.314 1.664 58 58.5 

2 13 holes 8.5 2.940 1.476 51 51.4 

3 10 holes 6.6 2.590 1.301 46 46.4 

4   7 holes 4.5 2.139 1.075 37 37.3 

5   5 holes 2.7 1.657 0.833 29 29.2 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship 

 

Slope(m):35.222    Intercept(b): -0.154 Correlation Coefficient(r): 0.9992 

 

 

 

Checked by: Magnum Fan    Date: 04/11/2012 

 

 

 



ENVIROTECH SERVICES CO. 

 

 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

Location   :  ANS5(Ma Wan Chung Village) 

Calibrated by   : K.F.Ho 

Date    : 15/10/2012 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N3640 

 

Calibration Orfice and Standard Calibration Relationship 

Serial Number   : 1378 

Service Date   : 22 Feb 2012 

Slope (m)   :  1.99405 

Intercept (b)   : -0.00397 

Correlation Coefficient(r) :  0.99984 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)   : 298.18 

 

Calibration Condition  

Pa (hpa)   : 1015 

Ta(K)    : 299 

 

 

Resistance 

Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic 

meter/min) 

IC 

 

(indicated flow) 

 

Y 

1 18 holes 10.4 3.223 1.618 55 54.9 

2 13 holes 8.3 2.879 1.446 50 49.9 

3 10 holes 6.5 2.548 1.280 45 44.9 

4   7 holes 4.1 2.023 1.017 37 36.9 

5   5 holes 2.5 1.580 0.794 29 28.9 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship 

 

Slope(m):31.351    Intercept(b): 4.579 Correlation Coefficient(r): 0.9992 

 

 

 

Checked by: Magnum Fan    Date: 16/10/2012 

 

 

 


























