
Appendix F1 Air Quality Monitoring Results

Weather condition within the reporting period varied between sunny to rainy.

Major construction works undertaken within the reporting period include Pier construction; Re-alignment of Cheung Tung Road; Road works along

North Lantau Highway;; Installation of pier head and deck segments; and Slope work of Viaducts A, B & C.

Marine works within the reporting period include Construction and installation of pile caps; Uninstallation of marine piling platform; Pier

construction; Launching gantry operation; and Installation of deck segment and pier head segment.

0

100

200

300

400

500

C
o

n
ce

n
tr

at
io

n
 (

µ
g/

m
3
) 

1-hr TSP at ASR8A

ASR8A

Action Level = 394

Limit Level = 500

0

100

200

300

400

500

C
o

n
ce

n
tr

at
io

n
 (

µ
g/

m
3
) 

1-hr TSP at ASR9

ASR9

Action Level = 393

Limit Level = 500



Appendix F2 Air Quality Monitoring Results

Weather condition within the reporting period varied between sunny to rainy.

Major construction works undertaken within the reporting period include Pier construction; Re-alignment of Cheung Tung Road; Road works

along North Lantau Highway;; Installation of pier head and deck segments; and Slope work of Viaducts A, B & C.

Marine works within the reporting period include Construction and installation of pile caps; Uninstallation of marine piling platform; Pier

construction; Launching gantry operation; and Installation of deck segment and pier head segment.
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