
    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR 5 

Calibrated by   : P.F.Yeung 

Date    : 09/06/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 0816 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1000 

Ta(K)    : 303 

 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 11.0 3.268 1.599 54 53.21 

2 13 holes 9.0 2.956 1.447 50 49.27 

3 10 holes 6.6 2.531 1.240 44 43.35 

4 7 holes 4.5 2.090 1.025 37 36.46 

5 5 holes 2.4 1.526 0.750 28 27.59 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):30.350      Intercept(b):5.180     Correlation Coefficient(r): 0.9991 

 

 

 

Checked by: Magnum Fan      Date: 12/06/2018 

 

 

 

 

 



    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR10 

Calibrated by   : P.F.Yeung 

Date    : 09/06/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 8162 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1000 

Ta(K)    : 303 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 10.40 3.178 1.555 53 52.22 

2 13 holes 8.50 2.873 1.406 48 47.30 

3 10 holes 6.40 2.493 1.221 44 43.35 

4   7 holes 4.50 2.090 1.025 38 37.44 

5   5 holes 2.70 1.619 0.796 28 27.59 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):31.326     Intercept(b): 3.969      Correlation Coefficient(r): 0.9923 

 

 

Checked by: Magnum Fan      Date: 12/06/2018 

 

 

 

 

 

 

 

 

 



 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  AQMS1 

Calibrated by   : P.F.Yeung 

Date    : 09/06/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 1253 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1000 

Ta(K)    : 303 

 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 11.6 3.356 1.642 52 51.24 

2 13 holes 9.5 3.037 1.486 48 47.30 

3 10 holes 7.4 2.680 1.313 42 41.38 

4 7 holes 4.5 2.090 1.025 36 35.47 

5 5 holes 3.0 1.707 0.838 28 27.59 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):28.440      Intercept(b):4.737               Correlation Coefficient(r): 0.9942 

 

 

 

Checked by: Magnum Fan      Date: 12/06/2018 

 

 

 

 

 

 



 

 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR 1 

Calibrated by   : P.F.Yeung 

Date    : 09/06/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 0146 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1000 

Ta(K)    : 303 

 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 11.8 3.385 1.656 55 54.19 

2 13 holes 9.0 2.956 1.447 49 48.28 

3 10 holes 7.1 2.625 1.286 45 44.34 

4 7 holes 4.6 2.113 1.036 36 35.47 

5 5 holes 2.6 1.589 0.781 27 26.60 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):31.644    Intercept(b):2.501          Correlation Coefficient(r): 0.9977 

 

 

 

Checked by: Magnum Fan      Date: 12/06/2018 

 

 

 

 

 



 

 

 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR 6 

Calibrated by   : P.F.Yeung 

Date    : 09/06/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 3957 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1000 

Ta(K)    : 303 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 12.0 3.413 1.670 55 54.19 

2 13 holes 9.8 3.085 1.510 50 49.27 

3 10 holes 7.2 2.644 1.295 45 44.34 

4 7 holes 4.6 2.113 1.036 38 37.44 

5 5 holes 2.8 1.649 0.810 30 29.56 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):27.880     Intercept(b): 7.716                Correlation Coefficient(r): 0.9976 

 

 

Checked by: Magnum Fan      Date: 12/06/2018 

 

 

 

 

 

 



    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR 5 

Calibrated by   : P.F.Yeung 

Date    : 09/08/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 0816 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1002 

Ta(K)    : 303 

 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 11.0 3.271 1.601 58 57.21 

2 13 holes 9.0 2.959 1.448 52 51.29 

3 10 holes 6.8 2.572 1.260 47 46.36 

4 7 holes 4.6 2.115 1.037 41 40.44 

5 5 holes 2.5 1.560 0.768 32 31.56 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):29.844      Intercept(b):8.883     Correlation Coefficient(r): 0.9982 

 

 

 

Checked by: Magnum Fan      Date: 12/08/2018 

 

 

 

 

 



    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR10 

Calibrated by   : P.F.Yeung 

Date    : 09/08/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 8162 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1002 

Ta(K)    : 303 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 10.6 3.211 1.571 52 51.29 

2 13 holes 8.8 2.926 1.432 48 47.34 

3 10 holes 6.5 2.515 1.232 43 42.41 

4   7 holes 4.2 2.021 0.992 36 35.51 

5   5 holes 2.7 1.621 0.796 28 27.62 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):29.790     Intercept(b): 4.945      Correlation Coefficient(r): 0.9957 

 

 

Checked by: Magnum Fan      Date: 12/08/2018 

 

 

 

 

 

 

 

 

 



 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  AQMS1 

Calibrated by   : P.F.Yeung 

Date    : 09/08/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 1253 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1002 

Ta(K)    : 303 

 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 11.6 3.359 1.643 58 57.21 

2 13 holes 9.2 2.992 1.464 53 52.27 

3 10 holes 6.8 2.572 1.260 47 46.36 

4 7 holes 4.6 2.115 1.037 42 41.43 

5 5 holes 2.7 1.621 0.796 35 34.52 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):26.486      Intercept(b):13.506              Correlation Coefficient(r): 0.9981 

 

 

 

Checked by: Magnum Fan      Date: 12/08/2018 

 

 

 

 

 

 



 

 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR 1 

Calibrated by   : P.F.Yeung 

Date    : 09/08/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 0146 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1002 

Ta(K)    : 303 

 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 11.4 3.330 1.629 54 53.26 

2 13 holes 9.2 2.992 1.464 49 48.33 

3 10 holes 6.6 2.534 1.241 43 42.41 

4 7 holes 4.5 2.092 1.026 35 34.52 

5 5 holes 2.6 1.590 0.782 28 27.62 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):30.526    Intercept(b):3.726          Correlation Coefficient(r): 0.9989 

 

 

 

Checked by: Magnum Fan      Date: 12/08/2018 

 

 

 

 

 



 

 

 

    High-Volume TSP Sampler 

    5-Point Calibration Record 

 

 

Location    :  ASR 6 

Calibrated by   : P.F.Yeung 

Date    : 09/08/2018 

 

Sampler 

Model    : TE-5170   

Serial Number   : S/N 3957 

 

Calibration Orifice and Standard Calibration Relationship 

Serial Number   : 2454 

Service Date   : 19 Mar 2018 

Slope (m)   : 2.05242 

Intercept (b)   : -0.01383 

Correlation Coefficient(r)  : 0.99994 

 

 

Standard Condition 

Pstd (hpa)   : 1013 

Tstd (K)    : 298.18 

 

Calibration Condition  

Pa (hpa)    : 1002 

Ta(K)    : 303 

 

Resistance Plate 

 

dH [green liquid] 

(inch water) 

Z X=Qstd 

(cubic meter/min) 

IC 

(chart) 

Y 

(corrected) 

1 18 holes 12.2 3.445 1.685 54 53.26 

2 13 holes 9.6 3.056 1.496 50 49.32 

3 10 holes 7.2 2.647 1.296 46 45.37 

4 7 holes 4.8 2.161 1.060 38 37.48 

5 5 holes 2.6 1.590 0.782 30 29.59 

Notes:Z=SQRT{dH(Pa/Pstd)(Tstd/Ta)}, X=Z/m-b ,Y(Corrected Flow)=IC*{SQRT(Pa/Pstd)(Tstd/Ta)} 

 

Sampler Calibration Relationship (Linear Regression) 

 

 

Slope(m):26.565      Intercept(b): 9.433               Correlation Coefficient(r): 0.9951 

 

 

Checked by: Magnum Fan       Date: 12/08/2018 

 

 

 

 

 

 





ENVIROTECH SERVICES CO.

Calibration Report of Wind Meter

Date of Calibration : 01 April 2018

Brand of Test Meter: Davis

Model: Vantage Pro 2 ( s/n: AS160104014)

Location : Roof of Tuen Mun Firestation

Procedures :

1. Wind Still Test: The wind speed sensor was hold by hand until it keep still

2.Wind Speed Test: The wind meter was on-site calibrated against the Anemometer

3.Wind Direction Test : The wind meter was on-site calibrated against the marine compass at four directions

Results:

Wind Still Test

Wind Speed (m/s)

0.00

Wind Speed Test

Davis (m/s) Anemometer (m/s)

0.5 0.4

1.0 0.9

1.7 1.5

Wind Direction Test

Davis (o) Marine Compass (o)

269 270

359 0

91 90

179 180

Calibrated by: Checked by :

Yeung Ping Fai Ho Kam Fat

(Technical Officer) (Senior Technical Officer)








